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Commercial lTEM DESCRIPTION

W IRE, STEEL, CARBON

The Gencraf Services Administration has authorized the
use of this commercial item description in lieu of
Federal Specification QQ-W-061.

~Js commercial item description covers uncoated and zinc-coated steel wire.

Salient characteristics:

1.

2.

3.

4.

5.

Zinc-coated wire shall meet the requirements of ASTM A64J as specified.

Wire shall meet the chemical requirements of ASTM A51O as specified.

Wire diameter shall be as specified.

Len&h or weight of coil shall be as specified.

Wire temper shall be as specified.

Workmanship. Wire shall be free of defects which may affect serviceability.

Certification. The contractor shall certify that the product offered meetsthe=Iient characteristics of this description
and that the prodwct conforms to the producer’s own drawings, specifications, mandards, and qmhty assurance practices
and is the same product offered for sale in the commercial marketplace. The Government reserves the right to require
proof of such conformance prior to first delivery and thereafter as may be otherwise provided forundertheprovisionsof
thecontract.

Recovered material. The manufacturer shall utilize recovered materials to the maximum extent practicable.

Packagirw, packing and marking. The packaging and packing shaJi be in accordance with normal commercial practice and
shall assure acceptance by common carrier and provide product protection against loss and damage during multiple
shipmen~ handling, and storage. The sMpping container shall be in compliance with the National Motor Freight
Classification and Uniform Freight Classification. Marking shall be as specifted in the contract or order.

Copies of ASTM standards are available from the American Sdery for Testing and Materials, 1916 Race St., Philadelphia
PA 19103.
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