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A-A-50007
August 24, 1981

LEVER TYPE PUMP, MANUALLY OPERATED

The General Services Administration has authorized the use of this Commercial Item
Description in preference to type III of Military Specification MIL-D-43840.
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pump and a 4-1/8 quart sta1n]e55 steel inset. The pump shall be mounted on a
1id that fits properly over the inset so that the condiment is fully enclosed.

The dispensing nozzle sha]] extend beyond the outside surface of the inset and
dispense product downward when the lever is pushed down. The lever type dis-
pensing pump apd inset shall be made of stainless steel. The dispenser shall

be capable of being easiiy disassembled for cTeaning without the use of tools.

The dispenser shaii aiso be adjustabie without the use of toois to dispense
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of the pump, Llargest - 1 fluid ounce minimum per stroke of the pump. The dis-
pensing pump shall operate without the use of excessive force and without evidence
of binding. The inset shall be formed with a shoulder to support it on the table

top. The diameter of the inset below the shoulder shall be such as to fit a
6-1/2 inch diameter opening. The condiment dispenser assembly shall conform to
National Sanitation Foundation Basic Criteria C-2. The condiment dispenser shall

be piainiy and permanentiy marked with the contract number, national stock number,
manufacturer's name, trade name OF trademark Of such character that the source
of manufacture may be determined

Certification

The contractor shall certify that the product offered meets the salient
characteristics of this description, and that the product conforms to the
producer S own draw1ngs, spec1T1cat1ons, standards and qua11ty assurance

practices and is the same proaucn soid in the commercial marketpiace. The
Government reserves the right to require proof of such conformance prior to
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provisions of the contract.
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Packaging

A. Packaging. The condiment dispenser shall be preserved and packaged in
accordance with commercial practice.

B. Packing. Packing shall be in accordance with commercial packing, comp
with Uniform Freight Classification or National Motor Freight Classi-
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C. Marking. Commercial markings are acceptable, provided the following

information is included:

National Stock Number
Item description
Quantity

of

Source

Date of Pack

National Sanitation Foundation (NSF) - National Sanitation Foundation,

NSF Building, Ann Arbor, MI 48105
National Motor Freight Traffic Association, Inc., Agent
National Motor Freight Classification
American Trucking Associations, Inc., Traffic Department,
1616 P Street, N.W. Washington, DC 20036
Uniform Classification Committee, Agent
Uniform Freight Classification o
Uniform Classification Committee, Room 1106
2272 South Riverside Plaza, Chicago, IL 60606
MILITARY INTERESTS: CIVIL AGENCY COORDINATING AC
Custodians GSA-FSS
Army - GL PREPARING ACTIVITY:
Navy - YD i
Air Force - 99 Army - GL
Review Activities Project No. 7320-0706
Army - MD
DLA - GS
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