
MIL-C-28777A
SUPPLEMENT /
3 April 1978

MILITARY SPECIFICATION

CABLE ASSEMBLY, ELECTRONIC TEST EQUIPMENT,
(3 WIRES, 125 AND 250 VOLTS AC AND 28 VOLTS DC)

GROUNDING PLUG CONNECTOR

GENERAL SPECIFICATION FOR

This supplement forms a part of Military Specification
MIL-C-28777, dated 3 April 1978

MIL-C-2877711 - Cable Assembly (Type I), Electronic Test Equipment, (2 Poles,
3 Wires, 125 Volts, 15 Amperes. 50 or 60 Hertz). Grounding Plug
Connector with Cable Clamp.

MIL-C-28777/2 - Cable Assembly, (Ty pe /), Electronic Test Equipment, (2 Poles.
3 Wires, 125 Volts, 15 Amperes, 50 or 60 Hertz), Grounding Plug
Connector and Terminal Lugs.

MIL-C-28777/3 - Cable Assembly, (Type I), Electronic Test Equipment, (2 Poles.
3 Wires. Grounding. 125 Volts, 15 Amperes, 50 or 60 Hertz),
Grounding Plug Connector, and 90 Degree Molded MIL-C-5015
Connector.

MIL-C-2877714 - Cable Assembly. (Type I), Electronic Test Equipment. (2 Poles,
3 Wires, Grounding, 125 Volts, 15 Amperes, 50 or 60 Hertz),
Grounding Plug Connector, and Straight Molded MIL-C-5015
Connector.

MIL-C-28777/5 - Cable Assembly, (Type I), Electronic Test Equipment, (2 Poles.
3 Wires, Grounded, 125 Volts, 15 Amperes, 50 or 60 Hertz),
Grounding Plug Connector.

MIL-C-28777/6 - Cable Assembly, (Type II), Electronic Test Equipment, (2 Poles,
3 Wires, Grounding, 125 Volts, 15 Amperes, 50 or 60 Hertz).
Grounding Plug Connector, and L.H. Access Molded Type II
Equipment Connector.

MIL-C-28777/7 - Cable Assembly, (Type II), Electronic Test Equipment, (2 Poles,
3 Wires, Grounded, 125 Volts, 15 Amperes, 50 or 60 Hertz),
Grounding Plug Connector, and R.N. Access Molded Type II
Equipment Connector.

MIL-C-28777/8 - Cable Assembly, (Type II), Electronic Test Equipment, (2 Poles,
3 Wires, Grounded, 125 Volts, 15 Amperes, 50 or 60 Hertz),
Grounding Plug Connector, and Straight Molded Type II Equipment
Connector.

MIL-C-28777/9 - Cable Assembly, (Type Il). Electronic Test Equipment, (2 Poles,
3 Wires, Grounded, 250 Volts, 15 Amperes, 50 or 60 Hertz).
Grounding Plug Connector, and L.H. Access Molded Type II
Equipment Connector.

MIL-C-28777/10 - Cable Assembly. (Typ e II), Electronic Test Equipment, (2 Poles,
3 Wires, Grounded, 250 Volts, 15 Amperes, 50 or 60 Hertz),
Grounding Plug Connector, and R.N. Access Molded Type II
Equipment Connector.

MIL-C-28777/I1 - Cable Assembly, (Type II), Electronic Test Equipment, (2 Poles.
3 Wires, Grounded, 250 Volts, 15 Amperes, 50 or 60 Hertz).
Grounding Plug Connector, and Straight Molded Type II Equipment
Connector.
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MIL-C-38777/12

MIL-C-28777/13

MIL-C-28777/14

MIL-C-28777/15 -

Cable Assembly. (Ty pe I), Electronic Test Equipment, (2 Poles,
3 Wires, Grounded, 125 Volts, 15 Amperes, 50 or 60 Hertz),
Grounding Plug Connector, and Type I Equipment Connector.

Cable Assembly, (Type 1), Electronic Test Equipment, (2 Poles,
3 Wires, Grounded, 250 Volts, 15 Amperes. 50 or 60 Hertz),
Grounding Plug Connector, and Type I Equipment Connector.

Cable Assembly, (Type I), Electronic Test Equipment, (3 Wires,
7 Prongs, 28 Volts DC), Type I Plug Connector and Equipment,
Connector.

Cable Assembly, (Type I), Electronic Test Equipment, (3 Wires,
125 Volts, 400 Hertz, 1 Phase), Grounding Connector Adapter.

Preparing activity:
Navy - EC

Agent:
DLA - E5

(Project 5150-0146-16)
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