
MIL-STD-1227B
NOTICE 1
24 February 1976

MILITARY STANDARD

ENGINE, GASOLINE: AIR-COOLED, 3 BHP

4-CYCLE, MILITARY DESIGN, MODEL 2A016,

INSTALLATION PROCEDURES

TO ALL HOLDERS 0F MIL-STD-1227B

1. THE FOLLOWING PEN AND INK CHANGES SHALL BE MADE:

PAGE 12

10.4H, Fungusprooging delete “MIL-V-1137” and substitute “MIL-V-24092”.

2. THE FOLLOWING PAGES OF MIL-STD-1227B HAVE BEEN REVISED AND SUPERSEDE
THE PAGES LISTED:

NEW PAGE DATE

1 24 February
2 24 February

Figure 18 13 September 1972 (REPRINTED WITHOUT CHANGE)
Figure 19 24 February 1976 Figure 19

SUPERSEDED PAGE

1976 1
1976 2

3. RETAIN THIS NOTICE PAGE AND INSERT BEFORE THE TABLE OF CONTENTS.       

DATE

13 September 1972
13 September 1972

13 September 1972

4. Holders of MIL-STD-1227B will verify that page changes indicated above
have been entered. The notice page will be retained as a check sheet.
This issuance, together with appended pages, is a separate publication.
Each notice is to be retained by stocking points until the Military
Standard is completely revised or canceled.

Custodians:
Preparing activity:

Army - ME
Navy - MC Army - ME

Air Force - 82

Project No. 2805-0517Review activities:

Army - GL, AT
DSA - CS

User activity:

Amy - EL
FSC 2805
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